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F A N  S Y S T E M S

Motor: IP 55

Supplied with the following motors:

Max. min-1:

Standard impeller:	 2.350 min-1 
Reinforced impeller:	 1.850 min-1

Durable impeller: 1	 850 min-1

Operating range:

Air volume:	 6.000 - 20.000 
m³/h 
Pressure:	 180 - 520 mmWG

Power supply:

400 V - 50 Hz.

Construction:

Standard and with motor stand.

Impeller:

Standard, Reinforced, Durable and Paper

 Blue curve applies to paper impeller with 6 
blades at 1950 min-1 . 

Noise level and power input

Useful effect and pressure

F a n  t y p e  J K - 4 5 K
T e c h n i c a l  d a t a

m³/h

m³/min.

N/m² mmWG

hp kW

2350 min-1

2250 min-1

2150 min-1

2050 min-1

1950 min-1

1850 min-1

1750 min-1

1650 min-1

Total pressure pt

Useful effect 

2050 min-1
2150 min-1

2250 min-1
2350 min-1

1950 min-1

Dynamic pressure pd

1850 min-1

1750 min-1

1650 min-1

Air volume

			      Weight  
	 kW	 amp.	   of motor 	
			     kg
	 18,5	 34,4	 150
	 22,0	  40,0	 165
	 30,0	 52,5	 240


